Metal protective mesh cover

YUNFANPOWER

Metal protective mesh cover

PART NUMBER CODE

YF |-|T|-|220/-| F | -/12/- |U
- UlBotnfeet

Number of turns

F:Square
Y:Round

Product size

T:Fencing

G:Stainless steel mesh

YF: Yunfan

YF-T-40-2

232

YF-T-50-3

941
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Metal protective mesh cover .
YUNFANPOWER
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Metal protective mesh cover

YUNFANPOWER
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Metal protective mesh cover .

YUNFANPOWER
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Metal protective mesh cover

YUNFANPOWER
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Metal protective mesh cover .

YUNFANPOWER
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Metal protective mesh cover

YUNFANPOWER
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Metal protective mesh cover
YF-T-170-V-10(17251¢mm %0k )
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YUNFANPOWER

YF-T-200-F-12U(f220060)

Metal protective mesh cover

YF-T-220-Y-11-D(22060+mm)

2410

72.5
155.5-

Py
®:

I
!lT E/\\\\\\\\\\\\\\\\ l

YF-T-220-10U(22060%mm)

114

Shenzhen Yunfan Power Co.Limited

N
N\
©
213405
o
-
6’®
fad\\
. V/ o/ /4
. V/ /04
T 717 7
s 5| | slekl [ -
%Rﬁggﬁgg%%E 1] TOEEE= I I
o|o| onf 0| o|o|®
MR RRANY
AR
V&,
=
#213+0.5

E-mail:info@yunfanpower.com

S'070'9Y

—




Metal protective mesh cover

YUNFANPOWER
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Three in one dust screen cover

YUNFANPOWER

Three in one dust screen cover

PART NUMBER CODE

YF |-|J|-/30 - B|-|A

Product materials: ABS, PP

Product color: B: Black, R: White

Product size

Plastic mesh

YF: Yunfan

YF-J40B-A

Technical requirement

1. Ventilation network material: Flame
resistant ABS resin

2. Filter material: nylon fiber synthetic resin
3. Usage range: indoor —10°c~+55°

4. Dust removal rate: 89%

5. Protection level: IP40

) 1=
Size %)(-ilgl

R <tmm) F
YF-J40B-A 43.5 43.5 7 32 40 3
YF-J50B-A
Technical requirement
1. Ventilation network material: Flame
resistant ABS resin
2. Filter material: nylon fiber synthetic resin
3. Usage range: indoor —10°c~+55°
4. Dust removal rate: 89%
5. Protection level: IP40
: A =
Size
R <F(mm) Model A B C D E F
YF-J50B-A 54 54 7 40 50 3
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Three in one dust screen cover

YUNFANPOWER

YF-J60B-A

Technical requirement

1. Ventilation network material: Flame
resistant ABS resin

2. Filter material: nylon fiber synthetic resin
3. Usage range: indoor —10°c~+55°c

4. Dust removal rate: 89%

5. Protection level: IP40

n A=
Size
R <F(mm) Model A B C D E F
YF-J60B-A 64 64 7 50 60 3

YF-J70B-A

YF-J80B-A

Technical requirement

1. Ventilation network material: Flame
resistant ABS resin

2. Filter material: nylon fiber synthetic resin
3. Usage range: indoor -10°c~+55°

4. Dust removal rate: 89%

5. Protection level: IP40

. 1=
%%mm b A B © D E F

YF-J70B-A 74 74 10 61.5 70 3

Technical requirement

1. Ventilation network material: Flame
resistant ABS resin

2. Filter material: nylon fiber synthetic resin
3. Usage range: indoor -10°c~+55°c

4. Dust removal rate: 89%

5. Protection level: IP40

: A=
Size
Rs(mm) Model A B C D E F
YF-J80B-A 87 87 9 71.5 80 4.5
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Three in one dust screen cover
YUNFANPOWER

YF-J92B-A
Technical requirement

1. Ventilation network material: Flame
resistant ABS resin
2. Filter material: nylon fiber synthetic resin
3. Usage range: indoor —10°c~+55°c
4. Dust removal rate: 89%
5. Protection level: IP40

) FilE=

Size
R < (mm) Modal A B C D E F
YF-J90B-A 96.5 96.5 10.5 92.5 92.7 4.5
YF-J110B-A
Technical requirement
1. Ventilation network material: Flame
resistant ABS resin
2. Filter material: nylon fiber synthetic resin
3. Usage range: indoor —10°c~+55°
4. Dust removal rate: 89%
5. Protection level: IP40
) =
Size a2
R e (mm) r%)del A B C D E =
YF-J110B-A 115 115 10 110 110 4.5
YF-J120B-A

Technical requirement

1. Ventilation network material: Flame
resistant ABS resin

2. Filter material: nylon fiber synthetic
resin

3. Color: White/Black

4. Usage range: indoor-10°c~+55°
5. Dustremoval rate: 89%

6. Protection level: IP40
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. Three in one dust screen cover

YUNFANPOWER

YF-J120BL-A

Technical requirement

1. Ventilation network material: Flame
resistant ABS resin

2. Filter material: nylon fiber synthetic
resin

3. Color: White/Black

4. Usage range: indoor-10°c~+55°c
5. Dustremoval rate: 89%

6. Protection level: IP40

Size
R < (mm) Model A B C D E F
YF-J120BL-A 125 125 10 105 120 4.5

YF-J120-R

Technical requirement

1. Ventilation network material: Flame
resistant ABS resin

2. Filter material: nylon fiber synthetic
resin

3. Color: White/Black

4. Usage range: indoor-10°c~+55°
5. Dustremoval rate: 89%

C
>
> S Ve
X ‘\ ,/
R
I 6. Protection level: IP40
i F

YF-J120-R 125 125 10 105 120 4.5

YF-J135B-A (%13538)

By

Technical requirement

1. Ventilation network material: Flame
resistant ABS resin

2. Filter material: nylon fiber synthetic resin
3. Usage range: indoor -10°c~+55°

4. Dust removal rate: 89%

5. Protection level: IP40

YF-J135B-A 132 132 10 113 127 4.5
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Three in one dust screen cover
YUNFANPOWER

YF-J150FB-A

Technical requirement

1. Ventilation network material: Flame
resistant ABS resin

2. Filter material: nylon fiber synthetic resin
3. Usage range: indoor —10°c~+55°c

4. Dust removal rate: 89%

5. Protection level: IP40

F

YF-J150FB-A 155 155 10 122 150 4.5

YF-J150YB-A

Technical requirement

1. Ventilation network material: Flame
resistant ABS resin

2. Filter material: nylon fiber synthetic resin
3. Usage range: indoor —10°c~+55°c

4. Dust removal rate: 89%

5. Protection level: IP40

YF-J150YB-A 155 177 10 150 162 4.5

YF-J200B-A(m%18060. 20060)

3 (3
C)

Technical requirement

1. Ventilation network material: Flame
resistant ABS resin

2. Filter material: nylon fiber synthetic resin
3. Usage range: indoor —10°c~+55°

4. Dust removal rate: 89%

5. Protection level: IP40

4*F5.5mm

B C D E F H

YF-200H(B) 206 206 10 166 200 4.5 155
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. Metal shielding mesh

YUNFANPOWER

Metal shielding mesh

PART NUMBER CODE

YF |-|G|-| 80

Product size

Screen

YF: Yunfan

YF-G60
c Technical requirement
] Material of filter screen:304 stainless wire mesh,
formed in one piece by using an accurate stumping
mould,with fabulous shape and functions including
[ heat resistance and corrosion resistance Dust removal
rate:89%
4*F5.5mm o
) =
= Mor2) A B c
YF-G60 50 60 3
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Metal shielding mesh

YF-G80

YF-G92

YF-G120

4*F5.5mm

Size

R <tmm)
YF-G80

4*F5.5mm

Size

R~F(mm)
YF-G120

Shenzhen Yunfan Power Co.Limited

82.5

105

YUNFANPOWER

Technical requirement

Material of filter screen:304 stainless wire mesh,
formed in one piece by using an accurate stumping
mould,with fabulous shape and functions including
heat resistance and corrosion resistance Dust removal
rate:89%

Technical requirement

Material of filter screen:304 stainless wire mesh,
formed in one piece by using an accurate stumping
mould,with fabulous shape and functions including
heat resistance and corrosion resistance Dust removal
rate:89%

92 3

Technical requirement

Material of filter screen:304 stainless wire mesh,
formed in one piece by using an accurate stumping
mould,with fabulous shape and functions including
heat resistance and corrosion resistance Dust removal
rate:89%

120 3
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YUNFANPOWER

YF-801

Size

Technical requirement

KU R idiEgEFan and filterBl S YF

it THEBJE (V/IHZ ) Designed operating voltage

=RiHiE BBEKKX Airflow,free wind

Bk 42 EDust removal rate

iR Axial fan

giTER (A) Electric current designed(A)
HE (W) Power(W)

&7k FdB (A) Noise leve dB(A)
T {3558 E Operating ambient temperature
EifaColour

B %2R IP code

H 05472 5 OC Outlet filter Model OC

B2 & KUESupporting fan

22
10
—
© © T L
o
801.230 801.115
230.50/60 115.50/60

0.5/0.6m°/h(ELYF 8038HA2 & FRT)

86%

B3R BN B 3 Automatically started shaded pole motor
0.08/0.07 0.16/0.14
13/11

36/38

-10TC E+55T

RAL7035

801.024

24

FEHL DC motor
0.27

6.4

FARAETERE HIP44 1p4d while using standard filter mat

9801.200

& FYF8038HA2 £ Applicable to YFB038HA2

B ARAL7032s it BiRE XA, Rk, MEHKBEHLARERORE, 2AARERABHNF,
Piease consult with us when the colour ordered is RAL 7032 or others. Special voltage may be provided if
necessary according to the inquiry.Jiulong all technical modification rights reserved.

124 Shenzhen Yunfan Power Co.Limited
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Window-shades

REFE

Mounting method

Filter cotton

ShE

Outer cover

=y

FE&

Main body




Window-shades

Size
22
116.5 10
l _
I
I
o)
I ‘gg o + a
i ~— T ©
I 1
=——— R
Technical requirement
KA R & #EFan and filter®50C  802.230 802.115 802.024
it TAEBJE ( V/HZ ) Designed operating voltage 230.50/60 115.50/60 24

e e
ERME

B B R Airflow,free wind
B4 ZDust removal rate

iR KU Axial fan

TR (A) Electric current designed(A)
ME (W)

IZ& 7Kk FdB (A) Noise leve dB(A)

Power(W)

T{E3REiR E Operating ambient temperature
EifaColour

Fitr %4 IP code

H O3t i§2% S OC Outlet filter Model OC

Bt & XL Supporting fan

1.2/1.5 m*/h(B2OC 9038HA2 { i i)

86%

B &3 B R AR B 3 Automatically started shaded pole motor Hi#E#l DC motor

0.07/0.06 0.12/0.15 0.38
16/17 9.1
29/30

-10TC £+55T

RAL7035

A FRAETIRE AIP44 Ip44 while using standard filter mat
9802.200

& AFOC9038HA2 {&FH Applicable to GB9038HA2

B ARAL70328 Hft @R AT, HRik. MERKBERTRBRBERM, KAARVRBRAKHNNF,
Piease consult with us when the colour ordered is RAL 7032 or others. Special voltage may be provided if
necessary according to the inquiry.Jiulong all technical modification rights reserved.

Shenzhen Yunfan Power Co.Limited

YUNFANPOWER

GBOC-802 o

101

REFE
Mounting method

R

Filter cotton

ShE

Outer cover

E-mail: info@yunfanpower.com
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Main body
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YUNFANPOWER

YF-803

Size
148.5 , 136 185
|
=19
1 m m 8 R
0 —
"0 I
< -
3 XX
Technical requirement
KU K it g #§Fan and filter& S YF 803.230 803.115
it TAEEJE ( V/HZ ) Designed operating voltage 230.50/60 115.50/60

EERE

B B MR Airflow,free wind
B4 ZDust removal rate

A KU Axial fan

&itE (A) Electric current designed(A)
INE (W) Power(W)

I2&7kFdB (A) Noise leve dB(A)
T/E3REiRE Operating ambient temperature
EitaColour

Fi#r &4 IP code

H 057828 &S YF Outlet filter Model YF

B2 E RUESupporting fan

2.3/2.7 m*/h(EYF12038HA2 & A Rt)

86%

B #2 3h R ## 4% B 3h Automatically started shaded pole motor
0.14/0.13 0.28/0.26
21/25

47/49

-10C E+55T

RAL7035

ARSI AIP44 Ip4d while using standard

9803.200

XAV HKR
PR
SLts %0 5%%

.55
RESRESRSE
SRR

955055055

RS S
SRR
PORSREIKR

X

803.024

24

Hift 4l DC motor
0.22

5.3

filter mat

EMAFYF 12038HA2 {£f Applicable to YF12038HA2

B & ARAL70328 Kt BARH AR, ERK. WEHKEEHATRERARME, KARREHARAKHNF,
Piease consult with us when the colour ordered is RAL 7032 or others. Special voltage may be provided if
necessary according to the inquiry.Jiulong all technical modification rights reserved.
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Window-shades
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REFE
Mounting method
Filter cotton
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Main body

ShE

Outer cover




Window-shades

YUNFANPOWER

R
XA

S

N
o
3

3

NS

\.
R

R

SRR

>

\.2
A
R
R
X

S
R
=
R

R

R
X
R

RN
AR

R
R

.,
X
3
R
X
R
N

172

204.0

6.1

| mg
15| |8

Technical requirement

KB K idE#&Fan and filter&l S YF
It TAEBJE (V/HZ ) Designed operating voltage

FTEHE HEKK Airflow,free wind

P& 42 %Dust removal rate

Hif RS Axial fan

BITER (A) Electric current designed(A)
HE (W)

12 &7k FdB (A) Noise leve dB(A)

Power(W)

TIEIREEIRE Operating ambient temperature
BitaColour

B % 2R IP code

H 05472 S YF Outlet filter Model YF
B2 E X ESupporting fan

804.230 804.115
230.50/60

5 m°/h(BLOC17250HA2 i k)

115.50/60

86%
B R B AR AR B 3 Automatically started shaded pole motor

0.25 0.5

-10C E+55C

RAL7035

804.024

24

Eif B4l DC motor
0.5

5.3

ARETIEREAIPA4 1p44 while using standard filter mat

9804.200

1& B F Applicable to YF12038HA2 17250HA2 15050HA2 £

T & ARAL7032 Hftt AR B, ERK. WEHKEERARESORYE, ZLTARBERLHNF,
Piease consult with us when the colour ordered is RAL 7032 or others. Special voltage may be provided if
necessary according to the inquiry.Jiulong all technical modification rights reserved.
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10Jh5
123.5

184.5

REFHE
Mounting method

TR

Filter cotton

ShE

Outer cover

E&

Main body
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YUNFANPOWER

YF-805

Window-shades

Size

256.0

256.0

Technical requirement

RUE R it iE#EFan and filterBl S YF
it THEBJE (V/IHZ ) Designed operating voltage

=RiHiE BBEKKX Airflow,free wind

B& 42 FDust removal rate

iR X Axial fan

B (A) Electric current designed(A)
hE (W)

IE &K F£dB (A) Noise leve dB(A)

Power(W)

T {355 E Operating ambient temperature
EitaColour

B4R IP code

H 013782 & 5 YF Outlet filter Model YF

B2 E KUESupporting fan

805.230

230.50/60
11 m*/h(BEYF 22060HA2 & i)

86%

B3 R AR B Automatically started shaded pole motor

0.35

65

60

-10C E+55CT

RAL7035

185.5

185.5

805.024

24

FEHL DC motor
1.50

36

FARETER HIP44 1psd while using standard filter mat

9805.200

i A FApplicable to YF17250HA2 YF18060HA2 YF22060HA YF20060HA2 g il

B E ARAL70328 Hft AR XA, BRik. MERNKRECTRERBREMY, AR REBRAMHNA,
Piease consult with us when the colour ordered is RAL 7032 or others. Special voltage may be provided if

necessary according to the inquiry.Jiulong all technical modification rights reserved.
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238.3

Mounting method

poRL i

Filter cotton

ShE

Outer cover
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Window-shades

YF-806

Size

8-05.0
$ *
y—————— 283.0
<
o o @ 2le— S
(=3 0 g ™)
> N I
(=]
=)
0
=5 i T 150.0 T_ -
13.0 ul 300.0
320.0 ° 3
8|2
33
Technical requirement
UG KL 8 g&Fan and filterBl SYF YF 806.230 806.115 806.024
T THEBJE (V/IHZ ) Designed operating voltage 230.50/60 115.50/60 24

=RKiE BBEKKX Airflow,free wind

P& 42 ZDust removal rate

MR XS Axial fan

TR (A) Electric current designed(A)
HE (W)

127K FEdB (A) Noise leve dB(A)

Power(W)

T/E3RHEIRE Operating ambient temperature
B taColour

B3 % 4R IP code

H 032782 &5 YF Outlet filter Model YF

B2 &K ESupporting fan

25 m*h(BLYF 25489HA2 (& FiRT)

86%

B3R B R B 3 Automatically started shaded pole motor
0.45/0.60 1.0/1.1
70

68

-10C E+55C

RAL7035

FEH DC motor
2.10

57.6

FARETEE AHIP44 Ipsd while using standard filter mat

9806.200

i& i F Applicable to YF25489HA2 YF22060HA2 YF2207HB f{EH

TUE & ARAL7032s H b @R KB, Hifik. MBERHHBERARESORE, FARARERRLHNF
Piease consult with us when the colour ordered is RAL 7032 or others. Special voltage may be provided if
necessary according to the inquiry.Jiulong all technical modification rights reserved.
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YUNFANPOWER

4-23.6 16-M4
1
1] £ HH
BEfRIeR| 8
HI n &) i
11
h50& 105.0 ‘
165.0
1740
184.0
282.0
300.0
RERFE
Mounting method
it 18
Filter cotton D +
ik
' Main body
HE
Outer cover
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YUNFANPOWER

YF-807

Size

Window-shades

Technical requirement

R Rt igg&Fan and filterB 2 YF

420
=e=e—
J.SCREW I\AANBODY ‘FILTER
. s — i < —
[SE=] |
©| o <[~
— —»|
15.5
807.230 807.115 807.024
230.50/60 115.50/60 24

it TAEBIE ( V/HZ ) Designed operating voltage

FTEHE HBEKK Airflow,free wind

& 22 ®Dust removal

iR XU Axial fan

rate

&itEi (A) Electric current designed(A)

hE (W)

Power(W)

I2 &7k FdB ( A) Noise leve dB(A)

T{EFMERE Operating ambient temperature

i Colour
Bi#P % 4% IP code

H N3 j82 &S YF Outlet filter Model YF

Bt & XL Supporting fan

T & ARAL7032s E b iR H, HiRk. MEBRKBERARRER AR,

11 m*h(B2YF 22060HA2 1 fi i)

86%
B3N R iR B B Automatically started shaded pole motor

0.70

-10C £+55C

RAL7035

FRMAETEE AIP44 Ip44 while using standard filter mat

9807.200

1% A FApplicable to YF17250HA2 YF12038HA2 i F

REFE
Mounting method

Eift 4l DC motor

poR/iE 1
1.50 Filter cotton
36

ShE

Outer cover

AR A REEARL BT

Piease consult with us when the colour ordered is RAL 7032 or others. Special voltage may be provided if
necessary according to the inquiry.Jiulong all technical modification rights reserved.
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Window-shades

YUNFANPOWER

Size

360. 8

7¢ ¢ YF-808A A
£ A=329.5
0% C=88.5mm =d9z9.omm
W B=328mm
@5
o D=164.7mm ¢ o
Technical requirement
KB R diEs#EFan and filter& SYF YF 808.230 808.115 808.024
it THEBJE ( V/HZ ) Designed operating voltage 230.50/60 115.50/60 24

ZSiRmE HHEKRR Airflow,free wind

F& 22 RDust removal rate

iR Axial fan

EITER (A) Electric current designed(A)
H&E (W) Power(W)

& 7K FdB (A) Noise leve dB(A)
T {3858 E Operating ambient temperature
EitaColour

BitF %2R IP code

H 013782 & S YF Outlet filter Model YF

B2 & XU Supporting fan

B ARAL70328 Hftt AR, HR. MERKEERATRRBRARMYE,

25 m*h(BLYF 25489HA2 & FRT)

86%

B #2 3 5 # 4 4% B8 3h Automatically started shaded pole motor
0.45/0.60 1.0/1.1
70

68

-10TC E+55T

RAL7035

FEHL DC motor
2.10

57.6

FARAETERE HIP44 1p4d while using standard filter mat

9808.200

& FiF Applicable to YF25489HA2 YF22060HA2 YF2207HB {EF

R A REBEARYLBHILF

Piease consult with us when the colour ordered is RAL 7032 or others. Special voltage may be provided if
necessary according to the inquiry.Jiulong all technical modification rights reserved.
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Mounting method

poRL i

Filter cotton

hE

Outer cover
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YUNFANPOWER

SHENZHEN YUNFAN POWER CO.,LIMITED

Address:No.6 huanguan south Rd,Junzibu,Guanlan,Longhua new district, Shenzhen, China.(518110)
Factory: No.11 Yuxie Road,Qingxi Town,Dongguan City,Guangdong Province,China(523648)
Phone:0086-13480187585 (Wechat/WhatsApp)

http://www.yunfanpower.com

http://www.yunfanpower.en.alibaba.com

Email:black@yunfanpower.com OR info@yunfanpower.com

Skype:blackvip1000
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